Save Trees
Save Environment New Generation Wood Plastic Composites

W aakruti

ECOFRIENDLY PROCESSED WOOD

PVC Foam Board

Thickness | 5mm to 45mm

Color White

Material PVC (Polyvinyl Chloride)

Size 8 x 4 Feet (2440mm x 1220mm) and Customize
Pattern Plain Board/Sheet

Surface Smooth Surface

Type Solid Board/Sheet

Density 0.55 g/cm3 and more

/ WPC Board
Thickness 5mm to 45mm
Color Beige
M Material WPC (Wood Plastic Composite)
Size 8 x 4 Feet (2440mm x 1220mm) and Customize
Pattern Plain Board/Sheet
. a%{” Surface Smooth Surface
S Type Solid Board/Sheet
m Density 0.58 g/cm3 and more

WPC Door Frame

Size in mm Density Color Type Pattern
75mm x 50mm 0.85 and more Brown Solid Plain
100mm x 50mm 0.85 and more Brown Solid Plain
100mm x 65mm 0.85 and more Brown Solid Plain
125mm x 65mm 0.85 and more Brown Solid Plain
Available Length : 3/4/5/6 /7 Feet and Customize
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Termite & Pest Proof Water & Moisture Proof Fire Restardant Timeless Warranty Diverse Applications ~ Weather & Ageing Resistant Environment Friendly

Zplus Woodplast Pvt. Ltd.
185/A, Saijpur Gopalpur Road, Opp. Chamaria Fashion, Shahwadi, Narol, Ahmedabad - 382405 Gujarat (INDIA)
Contact : 91 94260 05978 / 9825877646 - E-mail : info@aakruti.net, www.aakruti.net
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